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Technical Data Sheet 
 

Product: 
 

Lead-profiles   

On request with parts of Antimony (Sb) or Copper (Cu) 
 

 

Chemical composition: 
 

Various alloys: Lead (Pb), min. 99,97% 

  Lead (Pb)  /  Antimony (Sb) 

  Lead (Pb)  /  Copper (Cu) 

 

The chemical composition is by means of spectral analysis continuously monitored.  

We issue appropriate evidence. (e.g. Analysis certificate). 
 

 

 

Physical properties: 
 

Colour:  grey-metallic 

Density:  depending on the alloy 

Melting-point: depending on the alloy 
 

 

 

Standard – Dimensions: 
 

Normal profiles: 

 

Thicknesses: 

8 / 10 / 12 / 15 / 

20 / 25 mm 

 

 

  Width: 100 mm 

 

Bottom profiles: 

 

Thicknesses: 

8 / 10 / 12 / 15 /  

20 / 25 mm 

 
  Width: 100 mm 

 

 

The length of the profiles is variable. 

They are available with 45° and / or 90° cuts. 

On request, we can also offer other dimensions as listed above. 

 

 

 

 

 

______________________________________________________________________________ 

On request we will send you a 

specific technical data sheet 

for your required alloy. 

 


